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Notice to Customer

To avoid any risk of personal injury, material damage 
or incorrect use of this appliance, be sure to observe 
the following warnings and safety precautions. (After 
reading these owner’s instructions, keep them in a safe 
place for future reference.) 

Any loss or spoilage of products, such as food, loss 
of sales, or consequential damages is not covered by 
warranty.  

Use appliances only for its intended purpose as 
described in this manual.

Failure to comply with these requirements might result 
in personal injury and (or) property damage, and will 
void warranty.

Serial number : The serial number is located on the 
rating label which is on the left interior wall of the unit. 
Retain the unit’s serial number for service purposes.

1.	 Warnings &   
Safety Precautions

Refrigeration units that contain Hydrocarbon (R-290) 
See Below:
•	 DANGER – Risk Of Fire Or Explosion.Flammable 

Refrigerant Used. To Be Repaired Only By Trained 
Service Personnel. Do Not Puncture Refrigerant 
Tubing.

•	 WARNING – Risk Of Fire Or Explosion. Dispose 
Of Properly In Accordance With Federal Or Local 
Regulations. Flammable Refrigerant Used

•	 DANGER – Risk Of Fire Or Explosion. Flammable 
Refrigerant Used. Consult Repair Manual/Owner’s 
Guide Before Attempting To Service This Product. All 
Safety Precautions Must Be Followed

•	 DANGER – Risk of Fire or Explosion due to Flammable 
Refrigerant Used. Follow Handling Instructions 
Carefully in Compliance with National Regulations

•	 WARNING – Risk Of Fire or Explosion – Store in a 
well ventilated room without continuously operating 
flames or other potential ignition

1.	 Avertissements et  
Précautions de sécurité

Unités de réfrigération contenant des hydrocarbures 
(R-290) Voir ci-dessous:
•	 DANGER – Risque d’incendie ou d’explosion. Fluide 

frigorigène utilisé. Doit uniquement être réparé par 
un technicien de service formé. Ne pas perforer la 
conduite de fluide frigorigène.

•	 AVERTISSEMENT – Risque d’incendie ou d’explosion. 
Mettre au rebut conformément aux règlements 
fédéraux ou locaux. Fluide frigorigène utilisé.

•	 DANGER – Risque d’incendie ou d’explosion. Fluide 
frigorigène utilisé. Consulter le guide du propriétaire 
ou le manuel de réparations avant d’essayer d’installer 
ou de réparer ce produit. Toutes les précautions de 
sécurité doivent être suivies.

•	 DANGER – Risque d’incendie ou d’explosion dû à 
l’utilisation d’un fluide frigorigène. Suivez attentivement 
les instructions de manutention conformément aux 
règlements nationaux.

•	 AVERTISSEMENT – Risque d’incendie ou 
d’explosion – Stocker dans un local bien ventilé sans 
présence continue de flammes ni d’autres sources 
d’inflammation
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 WARNING !!

•	 Do not use means to accelerate the efrosting process 
or to clean, other than those recommended by the 
manufacturer.

•	 The appliance shall be stored in a room without 
continuously operating ignition sources (for example: 
open flames, an operating gas appliance or an 
operating electric heater.

•	 Do not pierce or burn.
•	 Be aware that refrigerants may not contain an odour.

 MISE EN GARDE !!

•	 Ne pas utiliser de moyens autres que ceux 
recommandés par le fabricant pour accélérer le 
processus de dégivrage ou pour nettoyer l’appareil.

•	 L’appareil doit être entreposé dans un local ne 
contenant pas de sources d’inflammation permanentes 
(flammes nues, appareil à gaz ou dispositif de 
chauffage électrique en fonctionnement, par exemple).

•	 Ne pas percer ou brûler.
•	 Attention, les fluides frigorigènes peuvent ne pas 

dégager d’odeur.

	► Safety Precautions
Basic safety precautions must be followed when using 
electrical appliances as the followings. 

and Blue Air strongly recommend that any servicing 
must be performed by a qualified technician.

•	 Before this appliance is used, it must be properly 
installed and located in accordance with the Installation 
Instructions.

•	 Do not allow children to climb, stand or hang 
on the shelves in the refrigerator or doors. They 
could damage the refrigerator and seriously injure 
themselves.

•	 Do not touch the cold surfaces in the refrigerator 
compartment when hands are wet. Skin may stick to 
these extremely cold surfaces.

•	 Do not store or use gasoline or other flammable 
vapors and liquids in the vicinity of this or any other 
appliance.

•	 Do not store pharmaceutical products, scientific 
materials or other temperature sensitive products in 
this appliance

•	 Do not spray inflammable gas near the refrigerator 
•	 Keep fingers out of the “pinch point” areas; clearances 

between the doors and cabinet are necessarily small; 
be careful closing doors when children are in the area. 

•	 Unplug the appliance before cleaning and making 
repairs.

•	 Use caution, the unit does remain powered when 
system controls are used to turn off unit.

•	 Unplug unit before replacing the interior light
•	 Do not plug several appliances into the same wall 

outlet.
•	 After unplugging the appliance, wait at least five 

minutes before re-plugging it into a wall outlet.
•	 Any deterioration in the insulation may cause fire.
•	 Do not allow children to touch or play with the control 

panel
•	 Do not stand or lean on the base panel, pull-out parts, 

doors and any other parts of the unit.
•	 Do not place this equipment directly under direct heat 

or sunlight.
•	 This appliance must be grounded.

You must ground the appliance to prevent any 
power leakages or electric shocks caused by current 
leakage from the appliance. Never use gas pipes, 
telephone lines or other potential lightning rods as 
grounding.

•	 Unplug the appliance before cleaning and making 
repairs.
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 Cautions !!

Proper disposal of Freezer and Refrigerator. 

Child entrapment and suffocation are not problems of 
the past. Junked or abandoned refrigerators are still 
dangerous. even if they will sit for “just a few days.” If 
you are getting rid of your old refrigerator, follow the 
instructions below to help prevent accidents.

Before throwing away your old Refrigerator or 
Freezer:

•	 Take off all of the doors.
•	 Leave the shelves in place so that children may not 

easily climb inside.

Use of extension cords is NEVER allowed 

Blue Air will not provide warranty any refrigerator that 
has been connected to an extension cord.

Do not install this appliance at an improper location

The installation location should not be exposed to direct 
sunlight and not placed near any heat source, e.g. 
stove, oven, radiator, or etc.

Replacement of parts

•	 Component parts must be replaced with like 
components.

•	 Servicing shall be done by authorized service 
personnel, to minimize the risk of possible ignition due 
to incorrect parts or improper service.

•	 Lamps must be replaced by identical lamps only.
•	 If the supply cord is damaged, it must be replaced 

by a special cord or assembly available from the 
manufacturer or its service agent. 

Refrigerant Disposal

Your old refrigerator may have a cooling system that 
uses “Ozone Depleting “ chemicals. If you are throwing 
away your old refrigerator, make sure the refrigerant 
is removed for proper disposal by a qualified service 
technician. If you intentionally release any refrigerants 
you can be subject to fines and imprisonment under 
provisions of environmental regulations.

all appliances systems shall be charged with refrigerant 
at the manufacturing location or charged on site as 
recommended by the manufacturer.

	► Installation precautions
•	 The product must be installed in compliance with local 

regulations of your country, state, or province and the 
refrigeration system safety standard ASHRAE 15.

•	 The refrigerant charge must not exceed the refrigerant 
amount specified in the product specifications.

•	 Requirements for installation space

1)	refrigerant charge

Model
Refrigerator Freezer

BGM23
W/B/-L-HC

BGM49
W/B-HC

BGM72
W/B-HC

BGF23
W/B/-L-HC

BGF49
W/B-HC

BGF72
W/B-HC

Refrigerant 90g 90g 120g 110g 120g x2 145g x2 

2)	The refrigerant charge must not exceed the 
model-specific refrigerant charge.

3)	The minimum installation space must be at least 
3 inches on the sides and back (refer to the 
installation manual image)

	► Installation precautions  
in unventilated areas 

•	 Danger - Risk of fire or explosion.  
•	 Products that use flammable refrigerant and are 

installed in non-ventilated areas must be installed so 
that the refrigerant does not stagnate in the event of a 
refrigerant leak.

1)	It must be stored in a designated space (3in*3in) 
or more.

2)	It must be stored indoors in an area free from 
continuous flames (running gas appliances) or 
other potential ignition sources (running electric 
heaters, hot surfaces).

	► Notes on cable connection status 
•	 Danger - Risk of fire or explosion.
•	 When servicing the product, the connecting cables 

must be checked for factors that may have a negative 
environmental impact, such as wear, corrosion, 
excessive pressure, vibration, sharp edges, etc.

•	 You must check for the possibility of separation due 
to aging or continuous vibration caused by elements 
such as compressors and fans.
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	► Precautions for detecting flammable 
refrigerants

•	 Danger - Risk of fire or explosion.

1)	Under no circumstances should potential ignition 
sources (halogen torches, other flame-based 
detectors) be used when checking for refrigerant 
leaks.

2)	To detect a refrigerant leak, you must follow the 
method below:

(1)	Refrigerant detection using bubbles
(2)	Refrigerant detection using fluorescent liquid

	► Precautions when removing refrigerant
•	 Danger - Risk of fire or explosion.

1)	Remove refrigerant safely according to applicable 
local and national regulations.

2)	Purge (clean) the pipes with inert gas.
3)	After purging the pipes, evacuate from the 

refrigerant gas for at least 10 minutes.
4)	Purge (clean) again with inert gas.
5)	Open the circuit by cutting or brazing

* If ventilation is not permitted by local and national 
regulations, refrigerant must be recovered into cylinders.

	► Precautions when charging refrigerant
•	 Danger - Risk of fire or explosion.

1)	When charging refrigerant, you must check the 
refrigerant used in the product. (Be careful not to 
cause contamination with other refrigerants)

2)	Refrigerant charge hoses should be as short as 
possible

3)	Before charging refrigerant, you must check the 
product’s grounding condition.

4)	After charging the refrigerant, the charging 
amount must be labeled.

5)	When recharging refrigerant, the amount of 
refrigerant on the product’s specification label 
must not be exceeded.

	► Recommendation on terms of use
•	 Use in climate class 5, dry bulb temperature 

104°F(40°C), relative humidity 40% conditions.
•	 Do not store explosive materials, such as aerosol cans 

containing flammable propellants, in this device.
•	 The appliance must be installed in accordance with 

the Refrigeration System Safety Standard,  
ANSI/ASHRAE 15.

•	 The device should not be installed in public hallways 
or lobbies.

	► A3 WARNING

•	 Do not use means to accelerate the defrosting process 
or to clean, other than those recommended by the 
manufacturer.

•	 The appliance shall be stored in a room without 
continuously operating ignition sources
(for example: open flames, an operating gas 
appliance or an operating electric heater.)

•	 Do not pierce or burn.
•	 Be aware that refrigerants may not contain an odour.

	► CAUTION
•	 In order to avoid a hazard due to inadvertent resetting 

of the THERMAL CUT-OUT, this appliance must not 
be supplied through an external switching device, such 
as a timer, or connected to a circuit that is regularly 
switched on and off by the utility.
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2.	 Installation
Before you start to install your Blue Air unit, carefully  
inspect it for freight damage. If damage is discovered,  
immediately file a claim with the delivery freight carrier. Blue 
Air is not responsible for damage incurred during shipment.
To ensure that your unit works properly from the first  day, it 
must be installed properly. We highly recommend a trained 
refrigeration mechanic and electrician install your Blue Air 
equipment. The cost of a professional installation is money 
well spent.

Tools Required.
•	 Wrench (included with casters)(Figure 2)
•	 Adjustable Wrench 
•	 Screwdriver
•	 Leveler

Uncrating
The following procedure is recommended for uncrating the 
unit. Move your unit as close to the final location as possible 
before uncrating. 

1)	 Remove the wooden pallet : 
Unscrew the bolts shown in Figure 1 (M13 Bolts)

Figure 1

Figure 2

2)	 Check all Part accessories listed are included with the appliance :

Models Caster Box Shelf Clip Shelf
Quantity of casters Quantity of clips Quantity of Shelves

BGM / BGF 23 W(B)-HC R834E-130 4”MOVE (2EA) R8429-060 1set(16ea) R836A-760 1set (4ea)4”STOP (2EA)

BGM / BGF 49 W(B)-HC R834E-130 4”MOVE (2EA) R8429-080 1set(32ea) R836A-770 2set (8ea)4”STOP (2EA)

BGM / BGF 72 W(B)-HC R834E-140 4”MOVE (3EA) R835A-020 1set(50ea) R836A-780 3set (12ea)4”STOP (3EA)

**	Keys for door locks are in manual packet.

3)	 Assembling casters:
(Figure3): Install casters in the bottom rails assembly 
on the bottom of the unit. It is important in order to 
achieve maximum strength and stability of the unit that 
you ensure that each caster is securely tightened with a 
3/4” (19mm) open-ended wrench. Casters with brakes 
Must be installed in front. and the casters must be in 
contact firmly with the bottom rails of the unit.

Figure 3

4)	 Leveling: 
Proper leveling of your Blue Air unit is critical to operating 
success. Effective condensate removal and door operation 
will be effected by leveling.
•	 The unit should be leveled front to back and side to side 

with a level.
•	 Turn the caster’s shim by contacting it so that it fits well 

with the screw thread of the rail frame.
•	 Turn the anchoring bolt clockwise with a 3/4” (19mm) 

open-end wrench to tighten and secure the caster.
•	 Ensure that the drain hose or hoses are positioned in the 

condensate water pan.
•	 Untangle plug and cord from unit (do not plug unit into 

power supply while assemble).
•	 The unit should be placed close enough to the electrical 

supply so that the extension cords are never used. 
Warning:  
Warning Compressor warranties are void if the unit is 
more than 6-1⁄2 ft. (2m) from plugin connection.
Caution: 
To avoid damage to lower rail assembly, raise unit slowly 
and carefully to upright position.
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5)	 Ventilation:

Set unit in its final location. Be sure there is adequate 
ventilation in your room. you may need to install an 
exhaust fan under the extreme heat conditions, (100°F+, 
38°C+), 

Warning: Warranty is void if ventilation is insufficient.

6)	 Space clearance:

Ensure air circulation around unit

Figure 4

7)	 Assemble shelf clips :

•	 Install all the shelf clips before installing the shelves.

1)	Put the tap back side of clip into the hole of the 
pilaster.

2)	2Rotate the clip with 180 degree. 

•	 install the clips as shown above then install shelves. 

8)	 To connect electricity :

The power cord of this appliance is equipped with a 
grounding plug which mates with a standard grounding 
wall outlet to minimize the possibility of electric shock 
hazard from the appliance.
Do not, under any circumstances, cut or remove the 
ground prong from the power cord.
For personal safety, this appliance must be properly 
grounded. 
Have the wall outlet and circuit checked by a qualified 
electrician to make sure the outlet is properly grounded. 
If the outlet is a 2-prong outlet, it is your personal 
responsibility and obligation to have it replaced with the 
properly grounded wall outlet before using the unit.

A 3-prong outlet ensures the best performance and 
also prevents overloading building wiring circuits which 
could cause a fire hazard from overheated wires.
Never unplug your refrigerator by pulling on the power 
cord. 
Always grip plug firmly and pull straight out from the 
outlet.
Repair or replace immediately all power cords that have 
become frayed or otherwise damaged. Do not use a 
cord that shows cracks or abrasion damage along its 
length or at either end.

Plugs used depending on unit.

1)	NEMA Plugs
BGM/F 23,49 W(B)-HC, 

BGM 72 W(B)-HC BGF 72 W(B)-HC

NEMA-5-15P(125V 15A) NEMA-5-20P (125V 20A)

2)	Make sure the power cord is connected to the 
proper voltage. (Rated ±10%)

3)	Compressor warranties are void if compressor 
burns out due to usage of improper voltage.

4)	A protected circuit of the correct voltage and 
amperage must be used.

5)	Turn off the power switch before disconnecting the 
power cord whenever performing maintenance 
service or cleaning the refrigerated cabinet.

6)	If the power cord of Refrigerator (Freezer) 
is damaged, it should be replaced by the 
manufacturer or service agent or a similarly 
qualified person in order to avoid a hazard.

7)	If unit is disconnected, wait 5 minutes before re-
starting.
“If you have any questions about set up or 
installation of your refrigerator, call our technical 
service”
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9)	 Electrical requirements

“There are several factors that will affect the proper 
operation of your refrigerator. Among these factors, the 
electrical installation is the most important and should 
always be checked before connecting your refrigerator 
as follows:”

1)	Make sure the electrical installation complies with 
national, state, and local codes.

2)	Make sure the circuit is properly grounded.
3)	Check circuit for proper voltage at receptacle.
4)	Make sure that the wire gauge and breaker sizes are 

correct and comply with the minimum allowance for 
voltage drops (rated ±10%)

3.	 Operation Guide
1)	 Temperature control range of appliances:

MODEL Temperature
BGM23 W(B) - HC Hold 33°F~ 39°F(0.6°C ~ 3.9°C)
BGF23 W(B) - HC Hold 33°F~ 39°F(0.6°C ~ 3.9°C)
BGM49 W(B) - HC Hold 33°F~ 39°F(0.6°C ~ 3.9°C)
BGF49 W(B) - HC Hold -10°F~ 5°F(-23.3~-15°C)
BGM72 W(B) - HC Hold -10°F~ 5°F(-23.3~-15°C)
BGF72 W(B) - HC Hold -10°F~ 5°F(-23.3~-15°C)

2)	 Operations

•	 Connect the power to the unit, the display panel will 
light up, and the compressor will begin to run.

•	 The compressor is automatically cycled by the 
electronic controller.

•	 The interior light is activated by the door switch when 
the door is open.

•	 Evaporator fan motors will run after all doors are 
completely closed.

3)	 How to set the temperature

	► Touch the SET button for 5 seconds to adjust the 
temperature. 
	► Adjust the temperature to the value you desire by 
touching the or buttons.
	► When you have finished adjusting the settings, leave 
it for 15 seconds or press the button for 3 seconds to 
release. Then the changes will be applied. 

☞ Default set temperature

	► Refrigerator (Cooler) : 35°F (2°C) 
	► Freezer : 0°F (-18°C) 

Icon will show up when compressor is in 
operation.

Icon and “DF” will show up while defrost 
cycle.

When an error occurs, an alarm goes 
off.

When cleaning is required, it turns on.

When the door is open, it turns on.

When operating the key, press the lock 
button to unlock.

Buttons to adjust setting temperature.

LAMP The inside LAMP lamp lights up.

LOCK
Enables or disables the locking of the 
button.



Installation and Operation Guide

www.blueairfse.com 	 9

4.	 Maintenance, Clean
For keeping the best efficiency, it is very important to 
clean the condenser coil in period. Blue Air recommend 
to clean the condenser coil by a month.

Dirty condensers result in compressor failure, product 
loss, and lost sales, which are not covered by warranty.
If you keep the Condenser clean you will minimize your 
service expense and lower your electrical costs. 
The Condenser requires scheduled cleaning every 
month or as needed. Air is pulled through the 
Condenser continuously, along with dust, lint, grease, 
etc. 

Proper cleaning involves removing dust from the 
Condenser. By using a soft brush, or vacuuming the 
Condenser with a shop vac, or using CO2, nitrogen, or 
pressurized air.

If you cannot remove the dirt adequately, please call 
your refrigeration service company. 

Tools Required.

•	 Screwdriver and Vacuum cleaner 
•	 N2 or CO2 Tank 
•	 Stiff bristle Brush 

※ Cleaning the condenser coil

 Caution !! 

Risk of fire or explosion. Flammable refrigerant used.

•	 Disconnect power to unit
•	 Take off grille at the bottom front by removing screws. 

•	 Clean off accumulated dirt from condensing coil and 
fan blades with a stiff bristle brush.

•	 Reinstall the base and Bottom grille in the reverse 
order of disassembly. Make Tighten all screws. 

•	 Plug the unit to power and check if compressor and 
fan is working.

Cleaning the cabinet.

 To reduce the risk of electric shock, unplug 
before cleaning or service.

A.	 Cleaning the interior and exterior

•	 The interior and exterior of the unit can be cleaned 
using warm water with soap.

•	 Do not use an abrasive cleaner because it will 
scratch the surface.

B.	 Cleaning the gasket

•	 The door gasket should be cleaned frequently to 
maintain proper sealing.

•	 Use warm water and a mild soap.

C.	 Cleaning the evaporator

•	 If you need to clean the evaporator, please contact 
the qualified service technicians.

D.	 Check after cleaning

•	 Check the unit again for safety.
•	 Check if the unit is operating properly.
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※ Tips that help prevent rusting on stainless steel

Use soft cloths or plastic scouring pads. 
They will not harm the stainless steel’s passive layer.

•	 Use the correct cleaning tools.
When cleaning your stainless steel products that 
make sure to use non-abrasive.

•	 Cleaning along stainless steel finish lines.
Always scrub parallel to visible lines on stainless 
steels. Use a plastic scouring pad or soft cloth when 
you cannot see the grain.

•	 Use the cleaners that are either Alkaline, Alkaline 
chlorinated or Non Chloride based.
Avoid cleaners containing quaternary salts as 
they can attack stainless steel, causing pitting and 
rusting.

•	 Water Treatment.
It is recommended to use soft water when possible 
to reduce deposits. Installation of certain filters can 
remove corrosive and distasteful minerals. 
Talk to a water treatment specialist if you are not 
sure of the proper water treatment.

•	 Clean your equipment frequently.
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5.	 Troubleshooting
Problem Possible Cause Action

Compressor will not start
Power connection failure Check Power Cord and plug it in

Power switch is in off position Ensure switch is in the “on” position

The unit does not refrigerate well

Temperature set point is too high Correct temperature set point

The door is opened too frequently Minimize door opening

Loading of too much warm or moist product Load product in intervals

Not enough ventilation
Move the unit to a well

Ventilated location with at least 3
Inches of clearance on all sides

Condenser is clogged Clean it

Condensation  
On cabinet exterior

High moisture air can produce dews during the 
rainy season Wipe with cloth

** A water-flowing sound can be heard when the unit is operating. This is the sound of refrigerant flowing.



Blue Air has a Nationwide Service Network 
to provide timely services to our customer’s needs. 

Please call or fax us at the following numbers.

Blue Air Refrigeration Nationwide Service Network

Toll Free, 1-866-677-8500

TEL, (310) 808-0102

Fax, (310) 808-0242/0262


